


From KDDI





1. Composite codec	45 Mbps


2. MPEG-2 			15 Mbps


3.Composite codec		11 Mbps


4. MPEG-2 			4 Mbps





From Rohde and Schwarz  (720)





5. MPEG-2		6.0 Mbps 704


6. MPEG-2		6.0 Mbps 704	w/Noise


7. MPEG-2		3.0 Mbps 704 


8. MPEG-2		2.0 Mbps 704


9. MPEG-2		1.5 Mbps 704


10. MPEG-2		1.5 Mbps 704	w/Noise





From NTIA/ITS





11. MPEG-2		2.0 Mbps	704


12. MPEG-2		2.0 Mbps	528


13. MPEG-2		1.5 Mbps	528


14. MPEG-2		1.0 Mbps	528


15. MPEG-2		1.0 Mbps	352





To Be Generated:


16. MPEG-2		3.0 Mbps 704	w/Noise (Alexander Woerner)


17. MPEG-2		TBD (Stat Mux) (Steve Wolf and Arthur Webster)


18. MPEG-2		2.5 Mbps 704 (Alexander Woerner)


19. MPEG-2		1.5 Mbps 704 (Alexander Woerner )


20. MPEG-2		1.0 Mbps 704 (Alexander Woerner)


�
1. MPEG-2		3.0 Mbps 704 


2. MPEG-2		2.0 Mbps 704





Suggested HRCs To Be Generated:


3. MPEG-2		6.0 Mbps 704	w/Noise


4. MPEG-2		1.5 Mbps 704


5. MPEG-2		2.0 Mbps	704 PAL


6. MPEG-2		2.0 Mbps	528 PAL


7. MPEG-2		1.5 Mbps	528 PAL


8. MPEG-2		1.0 Mbps	352


9. MPEG-2		3.0 Mbps 704	w/Noise (Jamal)


10. MPEG-2		TBD (Stat Mux) (Jamal)


11. MPEG-2		2.5 Mbps 704 (Jamal)


12. MPEG-2		1.5 Mbps 704 (Jamal)


13. MPEG-2		1.0 Mbps 704 (Jamal)











