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Draft New Recommendation J.3D-disp-req: Display Requirements for 3D Video Quality Assessment
Summary

This recommendation specifies the requirements for the selection of 3D displays when conducting subjective quality assessment experiments.
Keywords

<Optional>

Introduction

<Optional - This clause should appear only if it contains information different from Scope and Summary>

1
Scope

This Recommendation provides guidelines on the display selection and on the display requirements for 3D video quality assessment. Compared to 2D video, several new issues have arisen in 3D video applications. Compared to 2D video, 3D display technologies still face some challenges. It is therefore important to take into account the potential sub-optimal rendering of the 3D display when assessing the 3D viewing experience. It is also important to characterize and report properly the 3D display characteristics in the context of subjective testing as this information helps in interpreting correctly subjective results. In particular, 3DTVs exhibit crosstalk to various degrees and can impact negatively the viewing experience.Crosstalk is a major factor in video quality, visual discomfort and visual fatigue problems. This recommendation provides guidelines for the selection of 3D displays for consistent and repeatable subjective video quality assessment.

1.1
Applications
The applications for the 3D display requirements described in this Recommendation include, but are not limited to:

1) Minimum requirements for 3D display in the context of subjective quality assessment of 3D video;

2) Consistent and repeatable quality assessment of 3D video sequences.
1.2
Limitations
2
References

Normative References

Informative References

[ITU-T P.910] ITU-T Recommendation P.910 (2008), Subjective video quality assessment methods or multimedia applications.

[ITU-T P.911] ITU-T Recommendation P.911 (1998), Subjective audiovisual quality assessment methods for multimedia applications.
3
Definitions
This recommendation uses the following terms defined elsewhere.
3.1
Terms defined elsewhere:
This Recommendation uses the following terms defined elsewhere:
3.1.1

3.1.2

3.2
Terms defined in this Recommendation

This Recommendation defines the following terms:
3.2.1
 
3.2.2
 
4
Abbreviations and acronyms

This Recommendation uses the following abbreviations and acronyms:
5
Conventions

None.
6
3D Display Requirements
6.1 Crosstalk
- Effects of crosstalk on 3D video quality assessment
To achieve consistent results of 3D video quality assessment, it is important to understand the maximum amount of allowable display crosstalk.  Subjective testing requires  measurement or characterization means to adequately select display equipment to conduct such subjective testing in a reliable and repeatable manner.
Several works in the literature and works presented to the Video Quality Experts Group have shown that objective physical measurements of 3D displays to characterize their crosstalk is not straightforward and repeatability of results is still an issue to solve. There are many parameters (e.g., distance, angle, characteristics of the measurement instruments) that make physical measurements difficult and many aspects (e.g., non-uniformity, spatial/temporal variation, anti-crosstalk mechanisms) that make crosstalk difficult to represent as a single value.
Note: Because of the problems mentioned above, a proposed alternative approach to characterize the impact of the display crosstalk on perceived 3D visual experience is the use of subjective testing where participants are asked to perform a disparity discrimination task, with the idea that the accuracy of the subjects responses will be negatively impacted by the display crosstalk. Further experiments are necessary to examine the merits of such approach, how it compares to physical measurements, and how such task recognition accuracy may be considered as a potential criterion for 3D display selection.
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